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Description of Body

\ Karmann Ghia Coupé
General
The two-daar, all-steel, open bottomed body of streamlined pontoon shape is bolted fo the widened platform
= frame and sealed with U-section rubber sealing strips. The strong side members under the doors combine
with the platferm frame and tunnel te farm a bend and twist proof foundafion. The fenders are welded to
the auler bady panels.
The bedy is divided into front luggage compartment, passenger compariment and rear engine compartment
by partitions. The engine compartment is ventilated by means of a series of slots in the rear hood. The area
of these cooling air slots must not be restricted by the installation of accessories.
The body is comprised of the following parts, which are welded together:
— a - Front section euter panel, inner wheel housings, reinforcement plate, instrument panel and
hinge pillars.
b - Rear luggage compartment floor plafe
¢ - Rear quarter panels with wheel housings
d - Side members
e - Roof
f - Front and rear pancls
=

Doors

The 1000 mm (39.3") wide half doors have no top frames and are attached to the front bedy pillars by con-
cealed, adjustable hinges. When the vertically curved window panes are in the clased position they bear
directly on the body weatherstrip.

The docrs are lockoble and have press bulton controls in the rigid suter handles and bultons en the inside.
The door opening angle is controlled by a check strap with an infermediate stop. A strap on the driver’'s
side and an arm rest with grip recess on the passenger’s side are provided for pulling the deers from inside.
The door is sealed in the door frame by means of an all-round, movlded foam rubber strip.

The hood of the front compartment, which contains the fuel tank, spare wheel and tools, and the engine
compartment hood have locks which are controlled from the vehicle interior by Bowden cables. The control
knob for the front hood is located underneath the instrument panel an the left hand side. After the front hood
has been released the safety cateh near the lock must be pushed fa the rear before the hood can be opened.
The rear hood is released by means of a knob situaled on the left side of the emergency seat reinforcement
panel. The number plate lamp is shaped to form a handle for lifting the hood which is held in the open peosition

= by springs at the hinges.
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