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Body — Karmann Ghia Convertible

This section deals only with the assembly and body repair operations

which differ from these an the Karmann Ghia Coupé.
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Description of Body

SERVICE . -
Gl Karmann Ghia Convertible

General

Apart from the top and minor points described here, the construction, shape and trim of the Karmann Ghia
. Converlible is identical to that of the Coupé.

To compensate for the slightly reduced stability when the top is open the body of the Karmann Ghia Can-
vertible is reinforced at the following places:

a - at the hinge pillar vpper sections by means of stiffeners welded inte the windsereen frame;
b - at the side members by welded reinforcements;

¢ - af the lock pillars by the main hinge brackets and their supports;

d - at the quarter panels by welded-on reinforcement plates;

e - at the upper part of top compartment and quarler panels by welded-in sheet metal stiffeners,

Variations from the Karmann Ghia Coupé
1 - The rear window is 730 » 320 mm and made of flexible plastic material.

2 - Mo quarter windows.

3 - The interior lamp is under the instrument panel.
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Doors and Windows

Door and Striker Plate Adjustment

When the door and striker plate have been installed the position of the door in the door opening should be
. checked with the top open as follows:
1 - Alignment of deor and side panel
2 - Alignment of door and quarter panel
3 - Uniform clearance between door and lock pillar

If these positions are nol correct proceed as follows:

Re 1 - Remove striker plate and loosen door hinges at the hinge pillar only. Move the door in or out as
required and re-tighten hinge screws.

Re 2 - Install striker plote and adjust. The siriker plate is properly adjusted if:

a - The door is correctly aligned with the quarter panel;

b - Mo play can be felt between lock and striker plate when forcing the deer handle in and out. Te
align the dear and quarter panel meove the striker plate in or out.

Flay will exist befween |lock and striker plate if the upper part of the lalch does not rest against
the striker plate,
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